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(905) 428.2240 DUCT DOOR - HINGED
QTy. NOMINAL SIZE A B c D DUCT OPENING LATCH
6x6 (152 x152) 55 (140) | 55 (140) 6 (152) 6 (152) 475x475 (121 x121) | 1
8x8 (203 x203) 75 (191) | 7.5 (191) 8 (203) 8 (203) 6.75x6.75 (171 x171) | 1
10x10 (254 x 254) 95 (241) | 95 (241) 10 (250) | 10 (250) 875875 (222x222) | 1
12x12 (304 x 304) 15 (292) | 115 (292) | 12 (304) | 12 (304) | 10.75x10.75 (273x273) | 1
14 x14 (356 x 356) 135 (343) | 135 (343) | 14 (356) | 14 (356) | 12.75x12.75 (324x324) | 2
16 x16 (406 x 406) 1565 (394) | 155 (394) | 16 (356) | 16 (356) | 14.75x1475 (375x375) | 2
18 x18 (457 x 457) 175 (4d45) | 17.5 (445) | 18 (457) | 18 (457) | 16.75x16.75 (425x425) | 2
20%20 (508 x 508) 195 (495) | 195 (495) | 20 (508) | 20 (508) | 18.75x18.75 (476 x476) | 2
24x24 (610 x610) 235 (597) | 235 (597) | 24 (610) | 24 (610) | 22.75x2275 (578x578) | 2
[~ DUCT OPENING —————
— — 1/8" THK. BY 1/2" WIDE
] CLOSED CELL NEOPRENE GASKETING
. BETWEEN DOOR AND FRAME
m\ \ AND BETWEEN FRAME AND DUCT.
o) #24 GA GALV. STEEL
DOOR AND FRAME
2" OF FIBERGLASS INSULATION
77RVALUE c . y KNOCK OVER EDGES

— S A
|

CONTINUOUS ALUMINUM
/_ PIANO HINGE
DUCT
OPENING

HAND OPERATED
CAM LATCH

STANDARD FEATURES: HINGED DOOR, SELF TIGHTENING HAND OPERATED CAM LATCH,
GALVANIZED STEEL, MILL FINISH.

OPTIONS:
LOCK TYPE MATERIAL
O OTHER [0 STAINLESS STEEL
O ALUMINUM
O oTHER
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